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pvd Wd. $ti. 1985 yilinda kurulmustur.
Uretim, ithalat ve ihracat yapmaktadir.

Uretimde SOLENOID VALFLER, PNOMATIK AKTUATORLER,
PATLAC VALFLER,SINIR SALTER KUTULARI (SWITCHBOX)
ve OTOMATIK VANALAR vyer alr.

Ayrica Proses 6I¢l ve kontrol cihazlar konusunda temsilcilikleri
vardir, ve pek ¢ok Urind muasterilerine sunabilmektedir.

Calismalarini sirketin sahip oldugu Dudullu’daki
1200 m? kapali ve 1000 m” agik kullanim alani olan yerinde
surdurmektedir.

ISO 9001 ve CE belgeleri ile sertifikalandiriimis olan pvd

Wtd.$ti. yurt icindeki 30’dan fazla ve yurtdisindaki 10 bayisi
ile satiglarini yayginlastirmaktadir.

pvd Wd.$ti. established in 1985, serves lots of industrial
establishments in and out of the country by producing,
exporting and importing.

In addition to our Automatic Valves and Pneumatic Rotary
Actuators, which are our main products, we introduce lots
of products of the firms we represent to the buyers.

At the moment, pvd , which continues its activities in a
factory building of 1200 m?,granted with a ISO 9001 and CE
certificate in 2003, continuously enlarges its service net with
more than 30 domestic distributors.
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pvd Kalitesi
26 yilhhik deneyim 26 years of experience
Genis Uretim cesidi

de Quality

Wide product range

Temsilcisi Oldugumuz Firmalar

Representatives
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Marka tescil belgesinde géruldtugu gibi

T-GM 100, T-BU 200, T-VA 300,T-YA 400, T-PA 000, T-PAT 500,

T-PVD 700 markalari PVD’ye aittir.
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®
Pvd SOLENOID VALFLER / SOLENOID VALVES

6
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Solenoid Valfler, elektrik enerjisi ile caligir ve akiskanin
otomatik olarak kontrol edilmesi gerektigi her yerde
kullaniimaktadir.Teknolojinin gelisimine uygun olarak
kullanma alanlari daha da artmaktadir.

Solenoid Valfler, elektrik enerjisinin bir bobin
yardimiyla olusturdugu manyetik alanin bir takim
parcalari hareket ettirmesi prensibinden yararlanarak
gelistirilmiglerdir.

istenilen prosese gdére Solenoid Valfler 2 veya daha
cok yollu ve degisik 6lgulerde Uretilirler. Kullanilacak
elektrik enerjisinin degeri de yine prosese gdre
6, 12, 24, 48, 72, 110, 220V AC veya DC olarak
secilebilir.

Solenoid Valflerde yaygin olarak kullanilan gévde
malzemesi piringtir, (MS 58), ancak 6zel olarak
paslanmaz celik, bronz, dékme demir, celik veya
plastik govdeli solenoid valfler de Uretilmektedir.

Calisma prensibine gére Solenoid Valfleri, direk
cekmeli ve pilot kumandali olarak iki ana grupta
toplamak mumkunddr. Ayrica akigkan cinslerine gére
de Solenoid Valfleri cesitli gruplara ayirabiliriz.
Bunlarin disinda Solenoid Valfler elektrik varken acik
ya da kapali olarak tasarlanabilirler. Bu valfin
Normalde Acik veya Normalde Kapali durumu olarak
belirtilir.

Solenoid valves are operated with the power of
electric and used almost everywhere where the fluids
are controlled automatically. Parallel to the
technologic development it fields of usage have been
increasing.

Solenoid valves have been derived from the principal
that a magnetic field, formed by the electric energy
with the help of a coil, moves some mechanic parts.

Depending on the project Solenoid Valves can be
produced with 2 or more ways and in different sizes.
Also the electric supply can be 6, 12, 24, 48, 72,
110, 220 V AC or DC according to project.

In solenoid Valves the widely used body material is
brass, but stainless steel, bronze, cast iron, steel or
plastic body valves can be produced as well.

According to working principle Solenoid Valves can
be classified into two main groups as ‘Direct Acting’
and pilot operated. Besides, these valves can be
classified according to fluid types. Apart from these
Solenoid Valves can be designed as on or off when
electricity is on. This is mentioned as the valve is
Normally Open or Normally Closed.



®
PVd SOLENOID VALFLER / SOLENOID VALVES

T -GM 100 GENEL MAKSAT SOLENOID VALFLERI
su, hava, asal gazlar, hafif yaglar vbg. igin
(-20/+80°C)

GENERAL PURPOSE SOLENOID VALVES
for water, air, inert gas, light oil etc.

2 veya 3 yollu, NK, direkt cekmeli, dlcller: 1/8" - 1/4"
7 2 and 3 way, NC, direct operated, sizes: 1/8" - 1/4"

2 yollu, NK, direkt cekmeli, blyuk orifisli, dlctler: 1/4" - 1/2"
8 2 way NC, direct operated, large orifice, sizes :1/4" - 1/2"

2 yollu, NK veya NA, pilot kumandali, diyaframli, élculer :3/8" - 3"

T - BU 200 BUHAR SOLENOID VALFLERI
sicak su, buhar igin
(-20/+170°C

STEAM SOLENOID VALVES
for hot water, steam

2 yollu, NK veya NA, direkt cekmeli, élgtler:1/8" - 1/2"
10 2 way, NC or NO, direct operated, sizes :1/8" - 1/2"

2 yollu, NK veya NA, pilot kumandali, diyaframli, élguler :1/2" - 2"
2 way, NC or NO, pilot operated, with diaphragm, sizes :1/2" - 2"

11 NK: Normalde Kapali, NA: Normalde Acik / NC: Normally Closed, NO: Normally Open

4 www.pvd.com.tr



®
Pvd SOLENOID VALFLER / SOLENOID VALVES

L7 Wkii] DUSUK BASING ve VAKUM SOLENOID VALFLERI
su, hava, asal gazlar, hafif yaglar vbg. icin
(-20/+80°C)

LOW PRESSURE and VACUUM SOLENOID VALVES
for water, air, inert gas, light oil etc.

2 yollu, NK, direkt cekmeli, dlculer: 1/8 " - 1"
2 way NC, direct operated, sizes :1/8" - 1"

T - YA 400 YAKIT SOLENOID VALFLERI
fuel oil, mazot, hidrolik yag igin
(-10/+160°C)

FUEL SOLENOID VALVES
for fuel oil, diesel oil, hydraulic oil

2 veya 3 yollu, NK veya NA, direkt cekmeli, 6lgtler :1/8" - 1/4"
2 or 3 way, NC or NO, direct operated, sizes :1/8" - 1/4"

2 yollu, NK veya NA, pilot kumandali, diyaframli, élctler :3/8" - 2"
2 way, NC or NO, pilot operated, with diaphragm, sizes :3/8" - 2"

2 yollu, NK veya NA, pilot kumandal, diyaframli, élculer :3/8" - 2"
2 way, NC or NO, pilot operated, with diaphragm, sizes :3/8" - 2"

NK: Normalde Kapali, NA: Normalde Agik / NC: Normally Closed, NO: Normally Open
www.pvd.com.tr 5



®
PVd SOLENOID VALFLER / SOLENOID VALVES

T - 600 SS PASLANMAZ CELIK SOLENOID VALFLER
su, hava, kimyasal maddeler, gida vb. icin
(-20/+ 160 °C)

STAINLESS STEEL SOLENOID VALVES
for water, air, chemicals, food eftc...

2 veya 3 yollu, NK, direkt cekmeli, dlctler :1/8" - 1/4"

e 2 or 3 way, NC, direct operated, sizes :1/8" - 1/4"

2 yollu, NK, direkt cekmeli, dlciler :3/8" - 3/4"
2 way, NC, direct operated, sizes :3/8" - 3/4"

OZEL CEKME SOLENOIDI
Strok : 15 mm
Calisma Gerilimi 24 V DC

SPECIAL HOLDING SOLENOID
Stroke : 175 mm
Supply Voltage : 24 V DC

ZAMAN ROLESI
Model : T- EZ - 1
Calisma Araligi : 0.5 - 10 sec.
Bekleme Araligi : 0.5 - 145 dk.

TIMER

Model : T - EZ - 1

Operating time : 0.5 - 10 sec.
Waitingtime : 0.5 - 45 min.

ZAMAN ROLELI SOLENOID VALFLER
Zaman rélesi, takildigi solenoid valfi belirlenen zaman
arahklarinda caligtinr ve durdurur.

SOLENOID VALVES WITH TIMER
Timer operates the solenoid valve in adjusted times.

NK: Normalde Kapali, NA: Normalde Agik / NC: Normally Closed, NO: Normally Open

6 www.pvd.com.tr



OZEL TiP SOLENOID VALFLER
SPECIAL PURPOSE SOLENOID VALVES

KOMPRESOR SOLENOID VALFLERI
sicak ve yagh hava icin

COMPRESSOR SOLENOID VALVES
for hot and oily air

(-20/+80°C)

2 veya 3 yollu, NK veya NA direkt cekmeli, élguler :1/8" - 1/4"
2 or 3 way, NC or NO direct operated, sizes :1/8" - 1/4"

2 yollu, NK veya NA, pilot kumandal, diyaframli, élctler :3/8" - 1"
2 way, NC or NO, pilot operated, with diaphragm, sizes :3/8" - 1"

Kaynak makinasi solenoid valfleri (CQ ve Argon gazi icin)
Welding machine solenoid valves (for CQ and Argon gas)

Ozel amaglar icin grup solenoid valfleri
= Grup Solenoid Valves for special purposes

Sulama sistemleri icin buyUk 6l¢t Solenoid Valfler, 3"
Large size Solenoid Valves for irrigation systems, 3"

NK: Normalde Kapali, NA: Normalde Acik / NC: Normally Closed, NO: Normally Open

www.pvd.com.tr



PATLAC (HAVA SOKLAMA ) VALFLERI
DUST BAG SHAKER VALVES

T- PAT 501.R

T- PAT 502

= ZR = ooo

28

29

30

31

Kullanildigi Yerler: Torbal filtreler ( Jet Filtre ), Bunkerler

Sicakhk :-10/80°C
Application : Dust Filters (jet filters), bunkers
Temperature :-10/80 °C
. Basing B: Bobinsiz ( Hava uyarili ) Modelleri Belirtir.
Model Ol¢cili |Pressure!| B: Models without coil
Size (Bar) R: Rekorlu Modelleri Belirtir.
T - PAT 500 G 3/4" gﬁ:cggggfgzn\qlgﬁéiorlu Modelleri Belirtir.
T - PAT 500.B G 3/4" BR: Models without coil and with coupling
T - PAT 501 G1"
T-PATS501.R |G 1" 0.5-8
T-PAT501.B (G 1"
T - PAT 501.BR| G 1"
T - PAT 502 G11/2"
T - PAT 502.B G11/2"

Tanim : Patlag valfler, basin¢l havanin hizli bir sekilde bosaltilarak, sok hava
darbeleri olusturmasi istenen sistemler icin gelistiriimistir. Patlag valfler de, diger
iki yollu solenoid valfler gibi caliir, fakat giris ve cikis baglantilari 90° aci olusturur.
Bu nedenle havayi darbe (sok) seklinde génderme 6zelligi vardir. Onun igindir
ki hava soklama valfi (Patla¢g Valf, Jet Filtre Valfi) adi ile bilinir.

Definition : pvd dust bag shaker valves are designed for the systems that
discharges pressured air swift and produce air strokes as shock. It operates
in the same way with other 2-way solenoid valves.But input and output
connections are perpendicular (90°) to each other. So it sends air as stroke(shock),
and it is also called Air Shock (Jet Filter) valve.

PATLAG VALF ZAMAN ROLESI / DUST VALVE TIMER

Zaman rodleleri filtre temizleme zamanlayicisi
olarak kullaniimak Uzere tasarlanmistir.
Ayarlandi§i zaman sirelerine gére Patlag(Hava
T-ZR -4 |4 Cikisli /Output | Soklama) Valflerinin bobinlerini sirayla
T-ZR -8 |8 Cikisl/Output | enerjilendirirler.Bobinler enerjilenince Patlag
T - ZR - 16(16 Cikisl /Output Valfler sok halinde hava darbeleri olustururlar.
T - ZR - 32|32 Cikigh /Output Timers are designed in order to use in filter
systems. According to the adjusted intervals,
timers are energize the coils of the dust valves
in sequence. When the coils of the valves are
energized it causes an air shock.

PATLAC VALF KONTROL KUTUSU
DUST VALVE CONTROL BOX

Aciklama

Model Descripti

Model Aciklama / Description
T - KVK - 4 | Kontrol Kutusu (4°lG) / Control Box
T - KVK - 5 | Kontrol Kutusu (5’li) / Control Box
T - KVK - 6 |Kontrol Kutusu (6’l) / Control Box
T - KVK - 7 | Kontrol Kutusu (7’li) / Control Box
T - KVK - 8 |Kontrol Kutusu (8’li) / Control Box
T - KVK - 9 | Kontrol Kutusu (9'lu) / Control Box

Toza , suya ve diJer etkenlere karsi Solenoid Bobin kisimlarini korumak icin kullanilir.
Bir kutuya 10 bobin sigdirlabilir.Buradan Patlag¢ Valflere baglantilar hortumla yapilr.
In order to protect the Solenoid Operators from dust, water or other effects they are
constructed in a control box.
It can be up to 10 Solenoid operators. Air connections will be done by hoses up to Dust
Valves.

www.pvd.com.tr



® 1] - -
T - PVD PNOMATIK PISTONLU VANALAR
Pv T - PVD PNEUMATIC PISTON OPERATED

Govde Malzemesi: AlSI 316 Paslanmaz cgelik
Aktuator Malzemesi: AlSI 316 Paslanmaz cgelik
W Calisma Sicakligi : - 30 °C / +180 °C

Govde Dayanim Basinci : 40 bar

Sizdirmazhk Contasi :PTFE (istek tizerine VITON, EPDM)

Konum : Normalde kapali ( NK)

Normalde Acik ( NA)
Baglanti : Disi digli (G), istenirse Flansli
Gerekli Hava Basinci : 6 bar

_«.\

vH H->

Body Material : AISI 316 Stainless Steel
Actuator Material : AISI 316 Stainless Steel
Working Temperature : - 30 °C / +180 °C
Pressure rating : 40 bar
Sealing : PTFE (on request VITON, EPDM)
Function : Normally Closed ( NC )
Normally Open ( NO )
32 Connection : Screwed female (G)

On Request Flanged

Required air pressure : 6 bar

NORMALDE KAPALI (NK) VE NORMALDE ACIK (NA) TiPLERi VARDIR
NORMALLY CLOSED (NC) AND NORMALLY OPEN (NO) TYPES ARE AVAILABLE
Kullanildigi Yerler
Quell | o (oo o koo | )| m Gida Sanayi m Su
mm | (4P) Bar | ma/n m Kimya Sanayi m Hava
1/2" G |T-PVD 700 15 16 3.8 m Makina Sanayi m Buhar
8/4" G IT-PVD 701 20 10 8 m Demir Celik Sanayi ® Kimyasl Madde
1"1/4% :Exg ;82 25 162 15 B Cimento Sanayi m Gida
11/2"G|T-PVD 704 25 8 23 m llag Saqayu . = Gaz
2@ T T i 6 16 B Kozmetik %angyl [ ] Pe.trol
1/2" G [T-PVD 700.1| 15 40 3.8 m pekgokdigeri m Asit
3/4" G [T-PVD 701.1| 20 30 8 Applications
1" G|T-PvD702.1| 25 20 15 m Textile Ind. m Water
A: Normalde acik (NA) Tipi igin eklenir ® Food Ind. B Air
A: Add for Normally open (NO) type B Chemical Ind.
B Machine Ind. - Steam
® Jron and Steel Ind. : Chemicals
B Pharmaceutical Ind. Food
B Cosmetics Ind. W Gas
m many others P ez.‘ro/eum
m Acids

3 www.pvd.com.tr 9



®
vd PNOMATIK AKTUATORLER / PNEUMATIC ACTUATORS

Pvd Pnématik aktlatorler; Kiresel,Kelebek,Plug Vanalar ve
benzeri 90° dénlUs hareketi yapan sistemlerde, hizli veya yavas
acma ya da oransal calisma icin glvenilir, az bakim gerektiren
bir elemandir.

pPvd Pndmatik Aktuatorleri, degisik olgllerde gift etkili, ve tek
etkili (yay dénUsll) olarak Uretilmektedir. Disli tahrik sistemi
sayesinde tim doénis boyunca sabit bir tork degeri elde
edilmektedir. Bu, oransal kontrollii calisma sistemlerinde aranan
bir 6zelliktir.

Standart Uretimin disinda, akttatorler musteri istegine gore
+%10 strok ayarh, 180° dénUslu ve 3 pozisyonlu (tam acik, yari
aclk, kapali) olarak da uretilmektedir.

Ayrica solenoid valf, acik-kapali konum salteri (mekanik veya
elektronik), pozisyoner (pndmatik veya elektropnématik) gibi
aksesuarlarda istege bagl olarak aktlatérle montajli halde verilir.

de PNOMATIK AKTUATOR OZELLIKLERI;

Govde : Aliminyum extrlizyon, ylzeyi sertlestiriimis

(T-PA 40, 50, 60, 70 ve 80 modelleri igin.)

Aliminyum dékim ve epoxy boyali (T-PA 90, 100, 120, 140,
150, 160, 200 ve 250 modelleri icin.)

Pistonlar : Aliminyum doékum.

Mil : Celik (Kadminyum kapli) veya paslanmaz celik.
Sizdirmazhik Elemanlari : Nitril kaucuk, -20°C / +80°C
Yataklama malzemeleri: EndUstriyel sert plastik

Pozisyoner ve limit switch baglantisi :.NAMUR
Standartlarina uygundur.

Pvd Pneumatic Actuators, are powerful, reliable and compact
double rack and pinion units for use with ball, butterfly and
plug valves and any device requiring accurate fast or slow or
proportional 90° turn motion.

Pvd Pneumatic Actuators are manufactured in different sizes.
Both double-acting and single acting spring return type.
Because of the rack and pinion units, tork value is constant in
complete movement.

Besides standart manufacturing program, optionally pneumatic
actuators can be manufactured with +10% stroke adjustment,
180° turn and 3-position types.

As an accessory solenoid valve, limit switch(mechanical or
proximity type), positioner(pneumatic or electro-pneumatic)
can be installed over actuators optionally.

pvd PNEUMATIC ACTUATOR FEATURES;

Body Material : Extruded Aluminium, hard anodized
(for type T-PA 40, 50, 60, 70 and 80)

Cast Aluminium and epoxy painted.

(For types T-PA 90, 100, 120, 140, 150, 160,200 and 250)
Pistons : Cast Aluminium

Pinion : Steel (cadmium plated) or stainless steel
Gasket : Nitrile rubber, -20°C / +80°C

Bearings : Easy sliding hard plastic

Actuator / Valve connections acc. to.......... ISO
Solenoid valve connections acc. to........... NAMUR
Positioner and limit switch boxes acc. to... NAMUR

www.pvd.com.tr




*  PNOMATIK AKTUATOR MODELLERi ve MOMENT DEGERLERI
v PNEUMATIC ACTUATOR MODELS and MOMENT VALUES

Doéndiirme Moment Degerleri (p = 6 bar)
Torque Values (p = 6 bar)

Cift Etkili Aktliatérler Tek Etkili Yay Donuslt Akttatorler
Double Acting Actuators Single Acting Spring Return Actuators
Model Nm Model Nm
T-PA40CE 14 T-PA40TE 4
T - PA 50 CE 22 T-PASOTE 7
T - PA 60 CE 35 T-PAGOTE 13
T-PAT70CE 64 T-PAT70TE 21
T - PA80CE 88 T-PASOTE 32
T - PA90 CE 130 T-PA90TE 44
T-PA 100 CE 150 T-PA100 TE 62
T - PA 120 CE 320 T-PA120 TE 108
T - PA 140 CE 490 T-PA140 TE 165
T - PA 150 CE 600 T-PA 150 TE 200
T-PA 160 CE 720 T-PA160 TE 250
T - PA 200 CE 1500 T - PA 200 TE 500
T - PA 250 CE 2900 T - PA 250 TE 960

PNOMATIK KURESEL ve KELEBEK VANALAR
PNEUMATIC BALL and BUTTERFLY VALVES

Pndomatik Kelebek Vanalar

On-off veya oransal

Su, hava, toz madde, kimyasallar, gida, deniz suyu vb.
Olguler : DN 25 .....DN 800

Pneumatic Butterfly Valves

On-off or proportional

For water, air, dust material, chemicals, food, sea-water etc.
Size : DN 25.....DN800

Pnématik Kiiresel Vanalar

On-off veya oransal

Su, hava, dogalgaz, LPG, kimyasallar, gida, vb. icin
Olgiiler : DN 8 (1/4").....DN 300 ( 12")
Pneumatic Ball Valves

On-off or proportional
For water, air, naturalgas, LPG, chemicals, food, etc.
Size:DN 8 (1/4").....DN 300 ( 12")

42

www.pvd.com.tr
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PNOMATIK AKTUATOR AKSESUARLARI
v PNEUMATIC ACTUATOR ACCESSORIES

NAMUR VALF 5 - Yolluveya 3 - Yollu
NAMUR VALVE 5- Way or 3-Way

Kompresdrden gelen basincli havay ydnlendirmek icin kullanihr.

Bobin gerilimi : 12 - 24 - 110 - 220 V AC veya V DC olabilir. istege bagh Ex-Proof
Calisma Basinci: 2 - 10 Bar.

Sicaklik : -10/+ 50 °C

Used for controlling pressurized air coming from Model |Aciklama / Description
compressor.
Coil voltages canbe : 12-24 - 110-220 VAC
or V DC; Optionally Ex-Proof N -525|5/2 (5 Yollu/5 Way)
Working Pressure : 2 - 10 Bar. N - 323|3/2 (3 Yollu/3 Way)
Temperature : -10/+ 50 °C

SINIR SALTER KUTULARI

LIMIT SWITCH BOXES

Sinir salter kutulari, icindeki salterler (mekanik mikroswitchler ya da proximity
switch’ler ) vasitasiyla, akttiatériin baglandigi vana ya da klapenin acgik-kapali
konumlarinda sinyal verme gdérevi yaparlar.

Ozellikler;
Govde Malzemesi : Siyah ABS
Seffaf Gosterge : Polikarbonat
Kutu Koruma Sinifi : IP 65
Salterler : Mekanik; Crouzet 250 V AC 16 A
Proximity MEFA ; IFM; PEPPEREL- FUCHS vb.
Sicaklik Araligi : -20 °C ... 80 °C
istege gére Ex-Proof sinir salter kutusu

Switch boxes, which iclude two switches ( mechanical or proximity ) are indicate

the “ open - close” position of the valves or dampers which actuators are
assembled.

Specifications;

Body Material : ABS Black
Transparent Indicator : Polycarbonate
Enclosure : IP 65

242 Switches : Mechanical; Crouzet 250 VAC 16 A
T i Proximity MEFA; IFM; PEPPEREL - FUCHS etc...

Temperature Range : -20 °C ... +80 °C

& Optionally Ex-Proof limit switch box.
v Sinir Salter Kutusu / Limit Switch Box
150 k80 Model Aciklama / Description

SB - MB 2 Adet Mekanik Salterli Gostergesiz
2 Each mechanical switches and without indicator.
SB - MF 2 Adet Mekanik Salterli ve Diz Gdstergeli

2 Each mechanical switches and with flat indicator.
YT-850 Sinir Salter Kutusu 1 "0 175 Adet Mekanik Salterl ve Yiiksek Gostergeli
YT-850 Limit Switch Box 2 Each mechanical switches and with high indicator.

SB - PB 2 Adet Proximity Salterli ve Géstergesiz

2 Each proximity switches and without indicator.
SB - PF 2 Adet Proximity Salterli ve Dlz Gostergeli

2 Each proximity switches and with flat indicator.
SB - PH 2 Adet Proximity Salterli ve Yiiksek Gostergeli

2 Each proximity switches and with high indicator.

YT-850 AC-250V/3A,125V 5A, DC-250V 0.2A, 125V 0.4A, 30V 4A
2 Each mechanical switches and with high indicator.

www.pvd.com.tr




B YT - 2300L
H YT - 2300R
N YT - 2400L
H YT - 2400R
H YT - 1000L
B YT - 1000R
® YT - 1000R
H YT - 1300L
H YT - 1300R
B YT - 1200L
H YT - 1200R
B YT - 200

m YT - 250

H YT - 300

m PTM - 5VR
m PTM - 6VR

74

c Young Tech Co., Ltd

MS TECH Co., Ltd.

Linear, Smart E/ P

Rotary, Smart E/ P

Linear, Smart E/ P

Rotary, Smart E/ P

Linear, Smart E/ P

Rotary

Dome Cover, Rotary E/P
Linear, Smart E/ P

Rotary, Smart E/ P

Linear, Pneumatic

Rotary, Pneumatic
Aluminyum Filitre, Regulator
Paslanmaz Celik Filitre, Regulator
Volume Booster

Rotary, Position Transmitters
Rotary, Position Transmitters

manually.

POZISYONERLER
POSITIONERS

EL KUMANDA iGiN DiSLI KUTUSU
MANUAL OVERRIDE

Pndématik Aktlator ile vana arasina takilan ve gerektiginde elle acip kapamayi
saglayan Unite

Model

MO - 10
MO - 50
MO - 160

Moment

max. 100 Nm
max. 500 Nm
max. 1600 Nm

www.pvd.com.tr

Ex-Proof 54

Mounted between the Pneumatic Actuator and Valve and used for controling
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: ® ELEKTRIK AKTUATORLER
AN Noah ELECTRIC ACTUATORS

Elektrik Aktuator “SA” Serisi / Electric Actuator ““SA’’ Series

m Kelebek, Kuresel, Plug Valfler ile 90° dénls
hareketi yapan sistemler icin.

® 50 Nm déndirme kuvveti

m On - Off veya oransal calisma

m I[P 68 koruma sinifi

B AC110 /230 V AC 1 faz (60/50 Hz)

m DC 24 calisma gerilimi

m For Butterfly, Ball, Plug Valves and quarter
turn systems

m 50 Nm moment valve 60a

m On - Off or proportional working

® Normal or ex-proof type

m 110/220 V AC 1 faz (60/50 Hz)

m DC 24 supply voltage

Elektrik Aktuator ““NA” Serisi / Electric Actuator ““NA’’ Series

m Kelebek, Kiresel, Plug Valfler ile 90° dénls
hareketi yapan sistemler icin.

m On - Off veya oransal ¢alisma

m [P 67

m 110 /220 V AC 1 faz (60/50 Hz)

m 380 /440 V AC 3 faz galisma gerilimi

m For Butterfly, Ball, Plug Valves and quarter
turn systems

m On - Off or proportional working

m /P67

m 110/220 VAC 1 faz (60/50 Hz)

m 380 /440 V AC 3 faz supply voltage

® Elektrik Akttatorlii Kelebek Vanalar
Olculer : DN 80 (3").....DN 600 (24")

m Elektrik Aktiatorli Kiiresel Vanalar
Olgtiler : DN 40 (11/2").....DN 300 (12")

B Electric Actuated Butterfly Valves
Size : DN 80 (3").....DN 600 (24")

m Electric Actuated Ball Valves
Size : DN 40 (11/2").....DN 300 ( 12")

Elektrik Aktuatér “RA” Serisi / Electric Actuator ““‘RA’’ Series (MULTI-TURN)

B Sirgull, Kelebek, Kiresel vanalar igin ¢ok turlu sistem

® On - Off veya oransal calisma

B Normal veya ex-proof

m 220 V AC 60Hz/50 Hz

m 380 /440 V AC 60Hz/50 Hz
calisma gerilimi

m For Gate, Butterfly, Ball Valves multi-turn systems
® On — Off or proportional working
m Normal or ex-proof type
m 220 V AC 60Hz/50 Hz
m 380 /440 V AC 60Hz/20 Hz
supply voltage

65a
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YUKSEK PERFORMANSLI KELEBEK VANALAR
HIGH PERFORMANCE BUTTERFLY VALVES

Genel Ozellikleri General Characteristics
m Uglii eksantrik diskli dizayin m Triple eccentric design
m Metal oturma yuzeyli m Metal seating
m Basing : ANSI 150-300-600 900 ve m Pressure: ANSI 150-300-600 900 and
PN 10-16-25-40-64-100 PN 10-16-25-40-64-100

| API 609‘ye uygun sifir sizdirmazlik testi  ® Full bi-directional shut off according API 609
m Sicaklik Araligi :-196 °C’dan +815°C  m Temperature range :-196 °C up to +815 °C

m Olciiler : 2”-72” (DN50 - 1800) Additional requirements mutual agreement

m Acma ve kapamada slrtiinmeden m Size : 27-72” (DN50 -1800) Additional
bagimsiz requirements mutual agreement

m Vakum hatlari icin uygunluk B Friction free opening and closing

m Paslanmaz celik sizdirmazlik contasi B Vacuum tight
ve oturma yuzeyi W Laminated seal and seat made of stainless steel

m API 609 standardina gére vana mili m Anti blow-out shaft APl 609

m Celik kaplama, paslanmaz celik ve 6zel m Steel casting, stainless steel, special alloy
alasimlar W Fire-safe acc. to BS 6755 and API 607 4th ed.

m Yangin glvenlikli, BS 6755 ve API 607 for both flow directions

Model F Model S Model D/I Model B Model A/L
Cift Flansl Flanssiz Cift Flangl Cift Flansh Lug tip
DIN EN 558/F4 3”-72” (DN8O - 1800) ISO 5752/F16 ANSI B16.10 API 609 T2 / DIN EN 558
Kolay montaj PN 10-100 Kolay montaj Sirgulllt vanalarin Kompakt dizayn
(DN 80 - 1800) ANSI| 150-600 27-72” (DN50 - 1800) yerine kullanilir 27-36” (DN50 - 900)
PN 10-100 PN 10-100 3”-24” (DN8O0 - 600) PN 10-100
ANSI 150-900 ANSI 150-600 ANSI 150-900

Model F Model S Model D/I Model B Model A/L
Double Flange Buttweld S1 Double Flange Double Flange Lugged Type
DIN EN 558/F4 No Flange tightness ISO 5752/F16 ANSI B16.10 API 609 T2/ DIN EN 558
Simple mounting problems World-wide standard Gate valve Compact design
(DN8O - 1800) 37-72” (DN8O - 1800) 27-72” (DN50 - 1800) replacement 27-36” (DN50 - 900)
PN 10-100 PN 10-100 PN 10-100 37-24” (DN8O - 600) PN 10-100

ANSI 150-600 ANSI 150-900 ANSI 150-600 ANSI 150-900

one ";' ' KONTROL VANALARI / CONTROL VALVES

X %

AR
- Kontrol Vanalari - Control Valves
- ON/OFF Vanalar - ON/OFF Valves
- Pnématik AktUatdr icin Pozisyoner - Positioner for Pneumatic Actuator
- IP Cevirici - | to P Converters
- Pnématik Kontrolérler - Pneumatic Controller
- Pnématik Transmitter Kaydediciler - Pneumatic Transmitter Recorders
- Kaydedici Kontrolérler - Recording Controllers
- Fark Basin¢ Transmitter - Differential Pressure Transmitter
- Aksesuarlar - Accessories

www.pvd.com.tr



DEBI, SEVIYE, BASING ve SICAKLIK OLGME ve KONTROL CIHAZLARI
FLOW, LEVEL, PRESSURE and TEMPERATURE MEASURING and CONTROL INSTRUMENTS

H [EE

Manometreler
Pressure

Debimetreler
Flowmeters

S
UNIROTA

7~ N

Heinrichs

IWesURa

Debimetreler Basing Transmitterleri
Flowmeters Pressure Transmitters
KOBOLD MESSRING GMBH Debi, Seviye,
Basing, Sicaklik, pH élgme ve kontrol cihazlari
dreten bir Alman firmasi olup pek cok Ulkede
kendi firmasi ve 110’dan fazla Ulkede de
temsilciligi bulunmaktadir.

Oldukca genis olan driin yelpazesi sayesinde
musterilerinin ihtiyacini kolaylikla
karsilayabilmektedir.

Genis AR-GE calismalar nedeniyle mevcut
drdnlerin kalitesi gelistirilmekte ve her yil
musteriye yeni UrUnler sunulmaktadir.

Debimetreler, Akis Salterleri . ) . Seviye Salterleri
Flowmeters, Flow Switches KOBOLD MESSRING GMBH is manufacturing Level Switches

Flow, Level, Pressure, Temperature and pH
measuring and control instruments.It is
originated from Germany but has their own
companies in many different countries and has
distributors more than 110 countries.
Through the very large product range, Kobold
covers the customer requests very easily.
With the purpose of Research and Development
department the quality of the instruments
increase and new instruments added to
program every year.

Debimetreler Seviye Gostergeleri
Flowmeters Level Indicators

16 www.pvd.com.tr
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86

Plastik Debimetre
Plastic Flowmeter

Metal Debimetre
Metal Flowmeter

Tlrbin Debimetre
Turbine Flowmeter

DEBI, SEVIYE, BASING ve SICAKLIK OLCME ve KONTROL CiHAZLARI
FLOW, LEVEL, PRESSURE and TEMPERATURE MEASURING and CONTROL INSTRUMENTS

89

Turbin Debimetre
Turbine Flowmeter

Turbin Debimetre
Turbine Flowmeter

Manyetik Debimetre
Magnetic Flowmeter

™ F
! 90 91 92 [' E 94 95
Akis Salteri Seviye Salteri Seviye Salterleri Seviye Salteri Seviye Salteri Seviye Gostergesi
Flow Switch Level Switch Level Switches Level Switch Level Switch Level Indicator
!_ —

4

/,5/:

100

W o

Basin¢ Transmitteri

Pressure Transmitter

Basin¢ Transmitteri
Pressure Transmitter

Basing Salteri
Pressure Switch

DiyaframliManometre

Diaphragm Pressure

Diyaframli Dijital
Manometre
Diaphragm Digital
Pressure Gauge

Dijital Manometre

Digital Pressure
Gauge

" 102

;1 03

A

106
Dijital Termometre infrared Termometre Dijital Gosterge Dijital EI Termometre Debimetre Debi Regulatéru
Digital Thermometer Infrared Thermometer Digital Indicator Digital Hand Flowmeter Flow Regulator
| &

108

| 109

|

112

113

Nem Olger
Humidity

Nem Olger
Humidity

Dijital Gostergeler
Digital Indicators

pH Elektrodu
pH Electrode

www.pvd.com.tr

Bulaniklik Olger
Turbidity Meter

Dijital Gostergeler
Digital Indicators
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AKIS OLCERLER (DEBIMETRELER)

FLOW METERS Heinrichs
Kobold Grup
Model: PIT+UMF Model: DMH Model: TM ( Universal)
o,
A, o
@ - l-l'_-
i -
PN
|
- -
. |
114 N 115 116

Daldirma Tip Manyetik Akis Olger
Magnetic Inductive Flow Meter

Manyetik Akis Olger
Magnetic Inductive Flow Meter

Coriolis Kiitle Akis Olger
Coriolis Mass Flow Meter

Model: TSK

Model: BGN

Model: DOG

Flap Tip Akis Olger
Flap Flow Meter for Liquids

Metal Tip Akis Olger
All Metal Variable Area Flow Meter

Osilatér Tip Akis Olger
Oscillation Flow Meter

Model: DVK

120

Model: DVZ

121

Model: DWF

122

Kalorimetrik Akis Olcer
Calorimetric Flow Meter

18

Vorteks Tip Akis Olcer
Vortex Type Flow Meter

www.pvd.com.tr

Yogunluk Olger
Density Meter




A Emm PNOMATIK PINCH VANA / PNEUMATIC PINCH VALVES

.r% enmartie |

Pinch Vana, gévdesi icerisine génderilen hava ile elastiki
contanin kapanmasi ve gdévde icerisindeki hava
tahliyesiyle contanin acilmasi ile akis kontroll saglanan
pndématik vanadir. Kontrol icin aktuatér, rediuktér gibi
harici parcalara ihtiyag duymaz. Aliminyum, POM,
Paslanmaz Celik gévdeleriyle ve DN10 — DN250 boyut
araliginda her tarlG kullanimda kendine yer bulmaktadir.
Baslica avantajlari arasinda hareketli pargalarinin
olmamasi, akiskana karsl dusik direng, hafif olmasi,
bakim gerektirmemesi, dislk hava tiketimi ve kullanim
kolayligi sayilabilir.

Baslica kullanildigi endustri alanlar

v Pnématik tasiyici sistemler

v Cimento, Kireg,Alci / Silo tanklarinda

v Demir-Celik / Metal sanayi

v Seramik / Cam / Plastik endustrisinde
v Gida/ ilag / icecek sektdriinde

v Vakum konveyo6r sistemlerinde

v Dozajlama / Agirlik sistemlerinde

v Toz boyama / Kaplama sistemlerinde

www.pvd.com.tr
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The pinch valve is the pneumatic valve which has
the flexibility sleeve allows the valve to close
droptight around entrapped solids to accomplished
by air pressure placed directly on the elastomer
sleeve. It does not need any control unit like
actuators or reductors .There is variously material
and size choosen such as aluminium , POM and
stainless steel for body and DN 10-DN 250 for
dimension. The primary advantages of the pinch
valves is free passage, optimum tightness, low
resistance, no leakage, no plugging, low air volume
and low weight.

123
126

Applications ;

v/ Pneumatic conveying systems

v’ Cement-/Silo branch

v Pigments and granulates

v Ceramics-/glass-/plastic industry
v Sewage water industry

v Pharmaceutical-/food industry

v Vacuum -convertor system

v Wine industry
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T-GM-BU-VA-YA- Serisi
T-GM-BU-VA-YA Series

g
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T-GM-BU-VA-YA- Serisi SOLENOiID VALFLER
T-GM-BU-VA-YA Series SOLENOID VALVES

isi PNOMATIK AKTUATORLU VANALAR
eries PNEUMATIC ACTUATED VALVES

28
&3
=]

28
==
g3
-

-PT 800 Serisi PISLIK TUTUCULAR
-PT 800 Series STRAINERS

PATLAC VALFLER
DUST BAG SHAKER VALVES
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